110 kV zinc oxide surge arresters for lines and transformers

	Description:
	Required:
	Offered:

	Quantity 
	3 phases
	

	Type of neutral earthing
	effective
	

	Connection of the arrester
	phase - ground
	

	Arrester class/designation
	Station/SM
	

	Continuous operating voltage (Uc)
	77kV
	

	Rated voltage (Ur)
	96kV
	

	Rated frequency
	50 Hz
	

	Nominal discharge current
	10kA
	

	Maximum system voltage (Us)
	123 kV
	

	Creepage distance (phase - ground)
	≥ 43.3 mm / kV
	

	Ambient air temperature range
	-40°C up to +40°C
	

	Intended for out-door installation
	yes
	

	Designed and tested in compliance with the standard IEC 60099-4
	yes
	

	Silicone polymer housed insulator
	yes
	

	DIN/NEMA flat aluminium line terminal with 4 drillholes
	yes
	

	Distance between hole centres of terminals
	45  45 mm
	

	Mounting – grounded without insulating base
	yes
	

	Possibility to change the line terminal with the pedestal and install it upside down after delivery
	yes
	

	Specified long-term load (SLL) 
	≥ 2500Nm
	

	To the tender should be attached preliminary drawing of offered equipment (only in electronic format)
	yes 
	

	All nameplates in Latvian
	yes
	

	Informative part:
	See below
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